
VINILO PUNTO WHITEOUT 100MIC
Description:

100μm monomeric PVC. White and matt film with high opacity and permanent adhesive.
Dot-shaped adhesive coat for easier repositioning.
Highest colour brilliance and photorealistic print quality. Can be applied on smooth and flat surfaces.
Designed for short term indoor applications like trade shows, seasonal sales, floor graphics, etc.
Special PVC for printing with solvent-based, latex and UV curable inks

Advantages:

 √ Brilliant colours.
 √ High opacity.
 √ B1 certificate.
 √ “Dot-shaped” adhesive coat for easier repositioning.

c CHARACTERISTICS VALUE

Film

Composition Film PVC, monomeric, white matt 
Thickness 100±10 mic

Weight 135±5 g/m2

Dimensional stability
MD: ≤ -1,4
CD: ≤ -1,0

Adhesive
Adhesive Poliacrilate, adhesive permanent

pH-value 7,0
Adhesive strength 10 min: >1,0    /   24h: >1,5   /   AFERA 4001

Liner

Paper type Paper PE one-side siliconed, white

Thickness 155±10

Weight 140±7 g/m2

Removal force 60-150

Available in the shop online:
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Warning:

In case of multi-layer printing, the PVC film would not withstand high UV radiation.


